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P R O D U C T  F E AT U R E S
	o Available in all Sherle Wagner International finishes
	o Solid brass/bronze construction
	o Available in Rosette and Rain Dome nozzles
	o Spray direction is adjustable 360 degrees
	o 1/2˝ NPT male pipe fitting
	o 5.4 GPM [20.4LPM] flow rate at 45 PSI [0.31 MPa]

0845J-NC-PN * IF 4.5˝ NIPPLE IS ORDERED, DIMENSION BECOMES 5-3/8 [136]

CYLINDRICAL RAIN BAR WITH FLANGE 0845H-XX-XX
CYLINDRICAL RAIN BAR WITH JETS AND FLANGE 0845J-XX-XX
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Ø 1-1/4
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A V A I L A B L E  M E TA L  F I N I S H E S
PN  Polished Nickel SB  Satin Brass GP  Gold Plate ES  English Silver BE  Black Eclipse SP  Satin Platinum
CP  Polished Chrome OB  Oil Rubbed Brass AL  Almond Gold BS  Butler Silver BG  Burnished Gold HP  High Polished Platinum
BN  Brushed Nickel PB  Polished Brass RG  Rose Gold AP  Antique Pewter AG  Antique Gold BP  Burnished Platinum
BC  Brushed Chrome

F L A N G E C O D E A
Square SQ 2-1/2 [63.5] sq
Sierra SR 2-1/2 [63.5] sq
Round RD Ø 2-1/2 [63.6] 
Pyramid PY 2-5/8 [67] sq
Nouveau NV 2-3/4 [70] sq
Neoclassical NC Ø 2-9/16 [65]
Grey GR Ø 2-7/8 [73]
Harrison HR 2-7/8 [73] sq
Cone CN Ø 2-3/8  [60.3]
Neutral NU Ø 2-1/2 [63.4]
Classical CL Ø 2-1/2 [63.4]
Knurled KN Ø 2-1/2 [63.4]
Ribbon & Reed RR Ø 3 [76.2]
Acanthus AC Ø 3 [76.2]


