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A V A I L A B L E  M E TA L  F I N I S H E S
PN  Polished Nickel OB  Oil Rubbed Brass BE  Black Eclipse GP  Gold Plate BG  Burnished Gold SP  Satin Platinum
CP  Polished Chrome SB  Satin Brass RB  Raven Black AL  Almond Gold AG  Antique Gold HP  High Polished Platinum
BN  Brushed Nickel PB  Polished Brass ES  English Silver RG  Rose Gold AP  Antique Pewter BP  Burnished Platinum
BC  Brushed Chrome UB Unlacquered Brass* BS  Butler Silver

* Available on specific collections only

REV B

1164KTC-XX

P R O D U C T  F E AT U R E S
	o Available in all Sherle Wagner International finishes
	o Solid brass/bronze construction
	o 1.75 gpm (6.6 L/min) flow rate
	o Includes (2) flexible inlet hoses 10mm x ½˝ FIP
	o Includes black nylon flexible pull down spray hose
	o Includes vacuum breaker
	o Handle tilt & turn mixing & volume, ¼ turn ceramic cartridge
	o Dual Aerated or Spray, click button to switch function
	o Swivel spout 360 degree rotation
	o Water pressure maximum 85 psi
	o Water pressure minimum 25 psi
	o Water pressure recommended 45 psi
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