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Retain this guide for future use

Installation tools that may be needed
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Vintage Styles Contemporary Styles Keystone / Dorian
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Water Supply Fitting
(Provided by installer)

1/2 NPT

Installation by an experienced plumbing contractor is recommended. 
Always follow all Plumbing, Health and Safety codes. 
Flush water supply lines before starting. 
Handle with care. Use only a strap wrench or soft jaw tooling on any finished surface.
Silicone Grease may be used on O-ring surfaces to ease mounting onto fittings. 

Wallmount Spouts

31446 Rev B2

Find your spout on chart to find connection type and refer to appropriate page.

Quick Connector hardware
shipped in package.



Mount Spout2
After wall construction has completed, remove
plasterguard. Apply suitable thread sealant to
threads on pipe connection.

Thread Spout Assembly (2) onto supply Pipe (1) 
to seat flange firmly against wall. 

Tighten fitting securely with a strap wrench or 
soft jaw tool. 

1Rough In
1/2 NPT Supply Pipe (1) to terminate in 
front of the finished wall as shown. 
(Supply pipe is not provided.)

Anchor supply pipe rigidly to studded wall and
ensure that it is well supported and secure. 

Cover fitting with 1-1/8" Plasterguard to 
provide access hole and to protect fitting
from debris during final construction of the wall.
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⚠ Fitting to be 
provided by installer.

Wallmount Spout Installation
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1/2 NPT Connection
Spout mounts directly to supply pipe.Spout Models 

0815, 0821

0821 Louis Seize Spout shown.
Other styles similar.
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Mount Spout (3) carefully onto fitting. Do not damage O-Rings. 

Orient Spout (3) upright, seat firmly against wall, and lock 
into position from below with Set-screw (4). 

Remove aerator, if equipped. Turn on water to flush lines. 
Check for leaks. Reinstall aerator.

Mount Spout

Install Quick-Connect Fitting
After wall construction has completed, remove plasterguard.
Apply suitable thread sealant on pipe connection.

Thread Quick-Connect fitting (2) onto supply Pipe (1) to seat 
flange firmly against wall. 

Tighten fitting securely with a hex wrench. Keep the protective 
cover on the Quick Connect fitting until ready to mount spout.

1/2 NPT Supply Pipe (1) to terminate 1" inside finished wall. 
(Supply pipe to be provided by installer.)

Anchor supply pipe rigidly to studded wall and ensure that
it is well supported and secure. 

Cover fitting with 1-1/8" Plasterguard to provide access 
hole and to protect fitting from debris during final construction
of the wall.

Rough In Supply Pipe

  1/2 NPT INTERNAL
  3/4 NPS EXTERNAL 

Type A Quick-Connect 
 Protective 

 Cover  
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Apollo spout shown.
Other styles similar.
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Spout Models 
0801, 0802, 0803, 0813, 
0814, 0818, 0819, 0820,
0821,0823, 0824, 0825

Wallmount Spout Installation
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7/8"

1-1/8"
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Mount Spout (4) carefully onto fitting. Do not damage O-Rings. 

Orient upright, seat firmly against wall, and lock into position 
from below with Set-screw (5). 

Remove aerator, if equipped. Turn on water to flush lines. 
Check for leaks. Reinstall aerator.

Mount Spout

Install Quick-Connect Fitting
After wall construction has completed, remove plasterguard.

Dry-fit Wall Bracket (2) and Quick Connect Fitting (3) onto 
supply Pipe (1) finger tight.  

Orient bracket horizontally, and carefully mark mounting hole
locations on the wall with a pencil. Remove fitting and bracket 
and set aside. 

Install wall anchors appropriate for your wall in marked 
locations. (Wall Anchors are not provided.)   

Clean supply pipe and apply suitable thread sealant on 
threaded pipe connections. 

Screw Bracket (2) to wall using screws provided. Thread Quick 
Connect Fitting (3) onto supply Pipe (1) to seat flange firmly 
against wall. Tighten securely with a hex wrench. Replace 
protective cover on fitting until ready to install spout.  

1/2 NPT Supply Pipe (1) to terminate 7/8" inside finished wall. 
(Supply pipe is not provided.)

Anchor supply pipe rigidly to studded wall and ensure that
it is well supported and secure.  

Cover fitting with 1-1/8" Plasterguard to provide access 
hole and to protect fitting from debris during final construction
of the wall.

Rough In Supply Pipe

1/2 NPT INTERNAL
3/4 NPS EXTERNAL
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Type B Quick-Connect 

#8 Screws

Wallmount Spout Installation
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Spout Models 
0826
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FINISHED WALL

1. THE QUICK CONNECT MUST BE INSTALLED 
    RELATIVE TO THE FINISHED WALL PER 
    PIMENSIONS SHOWN ABOVE.

3

2

1

1. APPLY SEALANT TO THREADS ON QUICK 
   CONNECT (1) , THEN THREAD ONTO FITTING INSIDE
   THE WALL USING HEX WRENCH (3) (NOT SUPPLIED).

2. CHECK THAT QUICK CONNECTOR (1) IS FIRMLY 
    ON WALL AND O-RINGS (2) ARE PROPERLY 
    SEATED IN GROOVES.

1/2 NPT
3/4 NPS

Wallmount Spout Installation
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Spout Models
 0806

Type C Quick Connect

543

2

1

3
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1. BEING CAREFUL TO AVOID SCRATCHING THE 
    SPOUT (1), SLIDE ESCUTCHEON COLLAR (2) OVER 
    SPOUT (1) AND SLIDE ONTO SHANK OF QUICK 
    CONNECT (3) UNTIL IT IS FIRMLY SEATED. 

2. TIGHTEN SET SCREW (4) WITH A HEX WRENCH (5).

1. INSERT THE GASKET (1) IN THE GROOVE ON THE 
    UNDERSIDE OF THE WALL ESCUTCHEON (2). 

2. THREAD WALL ESCUTCHEON (2) ONTO QUICK 
    CONNECT (3).



Cleaning and Care Guide
 

Thank you for selecting a Sherle Wagner product. 
As with fine jewelry, care must be exercised when cleaning the 
product in order to maintain the distinctive Sherle Wagner finish.

General Cleaning for metal finishes:

Never use an abrasive cleaner on any of the products. 
Do not use any cleaning product that contains solvents, acids, or ammonia. 

Beware of "polishing cloths," which may contain damaging agents.

In most instances, wiping with a soft damp cloth and drying with a soft towel 
is sufficient. Periodic cleaning with a soft mild soap, thoroughly rinsing the surface 

and drying will keep the product looking new.

The Sherle Wagner website contains additional
information for specific products and finishes.

Please visit:  https://www.sherlewagner.com/pages/care-and-maintenance


	COVER
	SPECIFICATIONS
	NPT Connect
	TYPE A QUICK CONNECT 
	TYPE B QUICK CONNECT
	TYPE C QUICK CONNECT
	Care Guide

