INSTALLATION GUIDE Consoles - Deck Mount
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RECOMMENDATIONS
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. Grey: 4762-30-XX

. Harrison: 4763-XX

. Modern: 4759-XX

. Modern Reeded: 4766-XX
. Reeded: 4760-30-XX

It is recommended to install the waste assembly onto the sink
before fastening the sink onto the wall.

To help avoid injury it is recommended more than one person
to lift and position the sink and pedestal. A licensed plumber
should be used for all plumbing related tasks.

Installation tools that may be needed
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INSTALLATION GUIDE Consoles - Deck Mount

STEP 1

Dry-fit the bracket onto the wall and
mark the locations of the mounting holes
of the bracket onto the wall and of the
console legs onto the floor.

STEP 2

Secure the support bracket to structural
wall blocking or studs using the previ-
ously marked hole locations. Ensure the
bracket is level and properly aligned.

STEP 3

Place the console legs in position, drill a
hole for the kick post, and countersink
them.
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STEP 4

Carefully place the basin top onto the
bracket and the console legs, ensuring it
is correctly aligned and fully seated.

STEP 5

Complete the installation by securing
the basin to the bracket using the faucet
set. Ensure all components are level,
properly aligned, and securely fastened.
Refer to the “widespread lavatory
installation guide”.

The measurements shown are for reference only. Products and specifications shown are subject to change without notice.
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STEP 6

If applicable, place the backsplash
against the wall on top of the basin.
Ensure proper alignment and secure it
using a suitable adhesive sealant.
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