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KEYSTONE / DORIAN / SIERRA
STYLES

SHERLE WAGNER
ARCHITECTURAL STYLES

SHERLE WAGNER
TRADITIONAL STYLES

STYLE CODES
0801, 0802, 0803, 0813, 0814,
0815, 0816, 0818, 0819, 0820,
0821, 0822, 0823, 0824, 0825 

STYLE CODES
101, 102, 103, 108, 809

STYLE CODES
806, 807, 809



F

E
G

H

A

Ø 1.25"
MOUNTING

HOLES

B

2.0" MAX
THICKNESS

D

C

OUT

IN

OUT

IN

Lavatory Basin Set Dimensions 
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"A" Dimension
includes 

Stem Extension

Deckmount Basin Spout Dimensions Handle Dimensions Stem Extension



14720
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MOUNTING KIT

11537

10126
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11477

10720
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10014

10015
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INSTALLATION HARDWARE 
IS PROVIDED IN PACKAGE
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Mount Spout to Countertop

Connect the Tee
5. Place large rubber Gasket (7) into top of Tee Connector (8). 

6. Slide Tee Connector (8) over the Lift Rod (1) and Shank (2) until the 
    Gasket (7) seats neatly.     

7. Slide small rubber Gasket (9) and fiber Gasket (10) into bottom of 
    Tee Connector (8) until seated. 

8. Thread the Tee Nut (11) into place until tight and rubber Gasket (9)
    is firmly sealed.

1. From above countertop, insert Shank (2) through hole in deck.

2. From below the countertop, slide  Gasket (3) and metal Washer (4)
    over the shank and thread Nut (5) by hand onto shank to seat the
    rubber neatly against the deck. Hand tighten.

3. Thread Jack Screws (6) into mounting Nut (5) and tighten evenly
    with a screwdriver until secured. 

4. If equipped with a Lift Rod (1), insert through hole on center of spout.

Faucet Installation - Traditional Styles
Models

0801, 0802, 0803, 0813, 0814,
0815, 0816, 0818, 0819, 0820,
0821, 0822, 0823, 0824, 0825 
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⚠

Install LH Cold (Blue) Valve to the Right Side of the deck. 
Install RH Hot (Red) Valve to the Left Side of the deck.

           Lever Trim ships with one RH (Red) and one LH (Blue) valve.
           Knob Trim ships with two RH (Hot) valves. 

1. Unpack valve from box. Remove (1), (2), and (3) from the assembly.    
    Thread (6), (5), (4) down the shank enough to fit your counter.  

2. Insert through the hole as shown, then rethread 
    (1), (2), and (3) onto valve as before. 
    
3. Adjust the Valve Body up or down (1) to achieve "A" 
    dimension indicated for your trim. See chart on Page 2.

4. From below, thread (6), (5), (4) up the shank.
    Verify all gaskets are seated firmly against the deck and
    that the Outlet points towards the spout. 
    
5. Thread (7) into (6) and tighten both evenly until secured. 

    Repeat all steps with the RH (Red) Valve on other side of the deck.  

6. Turn cartridge stems on both sides to Full Off position.
            

        LH Valves (Cold) close to the Left  (counterclockwise).
        RH Valves (Hot) close to the Right (clockwise). 
    

        Proceed to install Handle Trim.

VALVE INSTALLATION

1/2" Deckmount Volume Control Valve Fits Trim Models:
0907, 0910, 0912, 0913,

0914, 0915, 0916, 0917, 0918, 0919, 
0920, 0921, 0923, 0931, 0932, 0934, 
0980/0981, 0990/0991, 0992/0993 
1029, 1030, 1040, 1065, 1097, 1098 
2010/2015, 2020/2120, 2060/2065, 
2070/2075, 2050/2150, 2103, 2104, 

2105, 2106 
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 3/8" - 7/8" ⚠

⚠

⚠

                              Install Escutcheon 
   

Verify that the valve stems are turned to the Full Off position.
  

          LH Valves (Cold) close to the Left  (counterclockwise).
          RH Valves (Hot) close to the Right (clockwise). 
   

1. Set the Valve Cover (4), if equipped, over the Valve Nut (1) 

2. Place Escutcheon (5) over valve and thread onto the 
    All-Thread (2) until secured firmly to deck.

           Some handle styles utilize a separate Escutcheon Nut (6) 
           to secure the escutcheon to the deck. 
 
3. Mount Stem Extension (3) provided into valve cartridge 
    and secure with screw. The top must protrude through the
    Escutcheon to engage the knob/lever, as shown above. 
   

                                Install Handle 
       

4. Mount Handle (7) onto Stem (3) with handle oriented as 
    desired, and secure to stem by tightening set-screw.  

    To adjust stem orientation, remove the screw from inside stem,
    lift and rotate the Stem Extension (3) to a new position on the
    valve stem. Repeat as needed until handle sits properly.

    Reinstall stem Extension (3), mount Handle (7) and tighten 
    Set-screw (8) with hex wrench.
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To
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 Valve Cover
Some Styles

  Escutcheon Nut
Some Styles

2

4

5

6
8

1

7

3

3

STEM
PROTRUSION 

Deckmount Handle Trim Installation
Traditional Styles

Handle Models
907, 910, 912, 913, 914, 915, 916, 917, 
918, 919, 920, 921, 923, 931, 932, 934, 

0980/0981, 0990/0991, 0992/0993, 
1029, 1030, 1040, 1065, 1097, 1098,
2010/2015, 2020/2120, 2050/2150,

2103, 2104, 2105, 2106 
Mounting hardware appropriate for 
your style is included in the package. 



INSTALLATION HARDWARE
1/2 VOLUME CONTROL VALVES

13128
VALVE 

MOUNTING KIT 

10583
BOTTOM 

MOUNTING KIT

15254 
TOP 

MOUNTING KIT

11658 - CART-1/2-RH HOT

11559 - CART-1/2-LH COLD

EXT-KIT-DKMT**

10016

10013

10015

10014

10014

10015

13116

13053 RH HOT 
13054 LH COLD 

10720
KIT

11477

11476

11536

10126

11537

10016

10016

10014

10015

AERATOR 
KIT

14720
KIT

SPOUT 
INSTALLATION

HARDWARE

11500
HOSE

WATER
SUPPLY

14272*
KIT

MOUNTING HARDWARE
TRADITIONAL HANDLES

10131*
WASTE ASSEMBLY

VARIOUS** 
SPECIFY FINISH 

Hardware Parts List - Traditional Styles

** CONTACT SHERLE WAGNER REPRESENTATIVE

* SPECIFY FINISH WHEN ORDERING
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Spout Models
0801, 0802, 0803, 0813, 0814,
0815, 0816, 0818, 0819, 0820,
0821, 0822, 0823, 0824, 0825 

Handle Models
907, 910, 912, 913, 914, 915, 916, 917, 
918, 919, 920, 921, 923, 931, 932, 934, 

0980/0981, 0990/0991, 0992/0993, 
1029, 1030, 1040, 1065, 1097, 1098,
2010/2015, 2020/2120, 2050/2150,

2103, 2104, 2105, 2106 

INSTALLATION HARDWARE 
IS PROVIDED IN PACKAGE



1. Unthread screws (1) using a
    hex wrench (not provided) 
    and remove Escutcheon.

1

Escutcheon Removal
(Optional)

108SPT - Arco

2
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Mount Spout to Countertop
1. From above, insert Shank (2) through hole in deck.  
    Make sure the Gasket (3) is properly seated inside
    the Escutcheon. 

2. From below the deck, slide lower Gasket (4) and
    metal Washer (5) onto Shank (2) and thread 
    Nut (6) by hand onto Shank (3) to seat the rubber
    neatly against the deck. Hand tighten. 
          
    Before tightening fully, verify the spout is 
    oriented towards the center of the sink.

3. Using a wrench, tighten the Nut (6) until secured. 

4. Insert Lift Rod (1), if equipped, through the hole
    on the rear of spout.

5. Insert rubber Gasket (7) and then
    metal Gasket (8) into Nipple (9)
    until seated.
 
6. Thread Inlet Nipple (3) onto 
    Shank (2) until secure.

7. Slide Inlet Tee (5) over Nipple (3)
    and thread Nut (6) onto bottom
    until tight.    

Connect Tee

Models 
101SPT, 102SPT, 103SPT, 105SPT, 

106SPT, 108SPT, 809BSN

Faucet Installation - SWA Styles
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INSTALLATION HARDWARE 
IS PROVIDED IN PACKAGE
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1

8

 Sierra Lever shown.
Others similar. 

Mounting hardware for your
trim is included in package.
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VALVE INSTALLATION
Install LH Cold (Blue) Valve to the Right Side of the deck.     
Install RH Hot (Red) Valve to the Left Side of the deck. 
   

       Lever Trim ships one RH (Red) and one LH (Blue) valve.
       Knob Trim ships two RH (Hot) valves. 
    

1. Remove (1), (2), (3) from the valve. Then thread (6), (5), (4) down
    the shank far enough to fit your counter. 
 
2. Insert assembly from below up through the hole in the deck.  

3. From above, mount (3), (2), (1) back onto valve as shown. 

4. From below, thread (6), (4), (5) up the shank by hand until seated  
    neatly. Verify all gaskets are seated firmly against the deck and 
    that Outlet is pointed towards spout.

5. Thread (7) into (6) as shown and tighten evenly with a screwdriver. 
  
    Repeat all steps with the RH (Red) valve on other side of the deck.

HANDLE MODELS
101, 102, 103, 108, 

809

TRIM INSTALLATION
   

   

6. Turn Cartridge stems on both sides to Full Off position.
 
    

    LH Valves (Cold) close to the Left (counterclockwise).
    RH valves (Hot) close to the Right (clockwise). 

7. Secure Stem Extension (8), if supplied, onto valve stem with Screw (9).

8. Fit handle assembly (10) onto stem until Escutcheon seats onto Flange. 
    Tighten set-screw from the rear until secure. 

 BLUE = LH CLOSE (COLD)
 RED = RH CLOSE (HOT)OUT 

IN
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1/2" Deckmount Volume Control Valve & Trim Installation



ITEM PART NUMBER DESCRIPTION

1 11926 10-24/10-32 X .1875 Set Screw

2
10152 End Valve Assembly - Hot

10153 End Valve Assembly - Cold

3 10609 Deck Adapter Kit

4 10018 Gasket

5 10583 End Valve Mounting Kit

6
11658 Cartridge - Hot

11659 Cartridge - Cold

7 10023 Inlet Tee Nut

8 10376 Inlet Tee

9 10379 O-Ring

10 10382 Inlet Nipple

11 10381 Rubber Gasket

12 10455 Metal Washer

13 22579 1.0 GPM FLOW RESTRICTOR

14 10467 Spout Mounting Kit

15 10619 Aerator & Wrench Kit

16 10406 M3 x 4 Set Screw

17 10469* Lift Rod Assembly

18 10402 Cartridge Removal Tool

19 11500 Hose

HARDWARE PARTS LIST
Models

001BSN101-XX, 002BSN102-XX, 003BSN103-XX 

1

2

3

4

5

6

7

8

99

9

10

11

12

13

14

4

1515

16

17

18
19

10131*  STANDARD POP-UP ASSEMBLY

13053 - HOT
13054 - COLD 

102 AQUEDUCT 
SHOWN

002 RIPPLE 
SHOWN
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 10468
 TEE CONNECTOR KIT
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108 ARCO
shown.

Hose1150013

Cartridge Removal Tool1040212

Aerator2258011

Spout Mounting Kit1046710

O-Ring103799

Inlet Tee103768

Inlet Tee Nut100237

Cartridge - Cold11659

Cartridge - Hot11658
6

End Valve Mounting Kit105835

Gasket100184

Deck Adapter Kit106093

End Valve Assembly - Cold10153

End Valve Assembly - Hot10152
2

10-24/10-32 X .1875 Set Screw119261

DESCRIPTIONPART NUMBERITEM
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* SPECIFY FINISH WHEN ORDERING

Hardware Parts List

10621* Click Pop-up Assembly

Models
108BSN-XX  Arco,  809BSN-XX  Sierra

10468
TEE CONNECTOR KIT



ITEM PART NUMBER DESCRIPTION

1
10150 End Valve Assembly - Hot

10151 End Valve Assembly - Cold

2 10582 Deck Adapter Kit

3 10018 Gasket

4 10583 End Valve Mounting Kit

5
11658 Cartridge - Hot

11659 Cartridge - Cold

6 10590 Spout Mounting Kit

7 10023 Nut

8 10376 Inlet Tee

9 10379 O-Ring

10 22580 Aerator

11 12268* Lift Rod Assembly

12 11500 Hose

12

11

10

99

8

7

6
5

4

3

2

1

10131*  STANDARD POP-UP ASSEMBLY

* SPECIFY FINISH WHEN ORDERING

Hardware Parts List
Model

009BSN109-XX 
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⚠
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Faucet Installation - Keystone / Dorian Styles
Models 

# 806, 807

Connect Tee
4. Seat rubber Gasket (6) into Inlet Tee (7).
 
5. Thread Inlet Tee (7) onto Shank (1)
    until sealed and secured.   

1. From above, insert Shank (1) through hole in deck.  
    Make sure gasket is seated neatly.

2. From below the deck, slide lower Gasket (2) and
    metal Washer (3) onto Shank (1) and thread 
    Nut (4) by hand up to seat the rubber neatly 
    against the deck. Finger tighten. 
          
         Before tightening fully, verify the spout is 
         oriented towards the center of the sink.

3. Thread Jack Screws (5) into Mounting Nut (4)
    and tighten both screws evenly until secured. 

Mount Spout to Countertop
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 3/8" - 7/8"  

VALVE INSTALLATION

⚠
Install LH Cold (Blue) Valve to the Right Side of the deck.     
Install RH (Red) Valve to the Left Side of the deck. 

     Lever Trim ships one RH (Red) and one LH (Blue) valve.
     Knob Trim ships two RH (Hot) . 

1. Remove valve with blue label from box. Thread (7), (6), (5) down 
    the shank enough to fit your counter.
    
2. Thread (4) fully into the Cartridge (9), then insert assembly 
    from below up through the hole in the deck. 

3. From above, thread the gasketed Flange (3) onto Nipple (4) 
    until flush. See note above.  

4. From below, thread (7), (6), (5) up the shank to seat. 
    Verify that all gaskets are seated firmly against the deck, and 
    that the valve Outlet points towards the spout.     

5. Thread (8) into (7) as shown and tighten evenly with a screwdriver. 

    Repeat all steps with the RH (Red) valve on other side of the deck.

TRIM INSTALLATION
   

6. Secure Stem Extension (2) onto Cartridge (9) with screw (1) as shown. 
    Stem must protrude through the flange as shown to engage the 
    handle. Trim if necessary. 

7. Turn cartridge stems on both sides to Full Off position.
    LH Valves (Cold) close to the Left (counterclockwise).
    RH Valves (Hot) close to the Right (clockwise). 

8. Mount Handle Assembly onto Stem as shown and thread (2) onto (4)
    until assembly seats firmly against the deck. 

 BLUE = LH CLOSE (COLD)
 RED = RH CLOSE (HOT)

1

9

8

7

6

5

4

3

2

IN

OUT

1/2-14
NPSM 
1/2-14
NPSM 

2

3

 Deck

 Stem Protrusion

Flush  

 Dorian Knob Shown

Deckmount Volume Control Valve and Trim Installation
KEYSTONE / DORIAN MODELS

2060, 2160, 2065, 2165,
2070, 2170, 2075, 2175 
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10

11

15
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16

14

Hardware Parts List
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Models
2060, 2160, 2065, 2165,
2070, 2170, 2075, 2175 

Keystone 
shown.

13053 - HOT 
13054 - COLD 

3

1

13

12

7

6

5

4

2

ITEM PART NUMBER DESCRIPTION

1 27069 HOUSING CAPTIVE

2 12172 O RING

3 10200 SHANK

4 20975 2-56 SCREW

5 29558 50MM EXTEND STEM

6

11658              
CART-1/2-RH CARTRIDGE - HOT

11659            
CART-1/2-LH CARTRIDGE - COLD

7 10583 END VALVE MOUNTING KIT

8 13053 HOT VALVE BODY

9 27929 TEE CONNECTOR

10 27930 RUBBER GASKET

11 11745 SPOUT MOUNTING KIT

12 11500 HOSE - 1/2"

13 11557 LIFT & TURN WASTE

14 15042 SET SCREW

15 26526 NIPPLE

16 22617 AERATOR

17 10018 RUBBER GASKET



1/2" - 3/4"
[12.7 - 19 mm]

 Deck

2

3

5

⚠

 1165 Knob

⚠

Install LH Cold (Blue) Valve to the Right Side of the deck.     
Install RH (Red) Valve to the Left Side of the deck. 

         Lever Trim ships one RH (Red) and one LH (Blue) valve.
         Knob Trim ships two RH (Hot) . 

1. Remove valve with blue label from box. Thread (8), (7), (6) 
    down the shank enough to fit your counter.
    
2. Thread (4) fully into the Cartridge (9), then insert assembly 
    from below up through the hole in the deck. 

3. From above, fit Flange Plate (5) as shown, then thread the
    Escutcheon Cap (3) fully onto the Nipple (2).

4. From below, thread (8), (7), (6) up the shank to seat. 
    Verify that all gaskets are seated firmly against the deck, and 
    that the valve Outlet points towards the spout.   

5. Thread (9) into (8) as shown and tighten evenly with a screwdriver. 

    Repeat all steps with the RH (Red) valve on other side of the deck.

TRIM INSTALLATION
    

   

6. Turn cartridge stems on both sides to Full Off position.
    
         LH Valves (Cold) close to the Left (counterclockwise).
         RH Valves (Hot) close to the Right (clockwise).  

7. Secure Stem Extension (2) onto Cartridge (10) with Screw (1). 
    Stem Extension must protrude through the Escutcheon (3)
    as shown to engage the handles. Trim if needed. 
    
8. Mount handle onto stem and tighten set-screw until secured. 

VALVE INSTALLATION

 BLUE = LH CLOSE (COLD)
 RED = RH CLOSE (HOT)

7
9

8

2

6

5

4

3

1

7

IN

OUT

1/2-14 
NPSM

  

Deckmount Volume Control Valve and Trim Installation
NEO-CLASSICAL MODELS

1164, 1165 
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⚠

WATER SUPPLY CONNECTIONS
All Models 
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1. Connect water supply Hoses (1) to Valve Inlet Ports (2). (Supply hoses are not provided.)

2. Connect Valve Outlet Port (4) to Spout Inlet Tee (5) using the Hoses (3) provided.  

3. Tighten all hose connections by hand, plus 1/4 Turn with a wrench.
      
4. Remove Aerator from spout. 

5. Turn handles to fully open position and flush lines.

6. Check all hose connections for leaks. 

7. Shut water off and reinstall Aerator into faucet.

Flush water supply lines before beginning. 

Hot Water 
Supply

Cold Water
Supply33

11

2 2

4
4

5 5



⚠

⚠

⚠

11

10

1

6

5

12

72
1

 

1. Remove Stopper (1), Drain Flange (2), and Top Gasket (3)
    from Body (6), and insert into sink drain from above. 

2. From below sink, mount Bottom Gasket (4), Collar (5),
    and thread Body (6) tightly onto bottom of Drain Flange (2). 
    Verify that both Gaskets (3 and 4) are seated properly.          

                   Be sure the Pivot Nut (7) points to the rear and
                   is aligned with the Lift Rod (8) on the spout assembly.  

    

3. Trim bottom of Tailpiece (9) as needed to fit into Trap (not supplied). 

4. Insert Tailpiece into trap, the washer (10) into Tailpiece Nut (11), 
    and thread onto Body (6).  Tighten both connections firmly.

5. Remove Nut (7) and Bushing (12) from Body (6). 

6. Insert short end of Pivot Arm (2) into Body (6). 

7. Slide Bushing (12) over long side of Pivot Arm (2), 
    to seat concave side against the Ball (13).

8. Reinstall Nut (7) over Pivot Arm (2) and thread onto Body (6).  
    Tighten the nut until the Pivot Arm (2) until it holds its position.   
              
          
        
                    Do not overtighten nut or damage may result.

9. Push Pivot Arm (2) down fully.  

10. Secure Coupler (1) to the Lift Rod (8)and the Pivot Arm (2) as shown.
     Tighten both Coupler Screws (13).  
 
11. Place Stopper (1) into Drain (2). Adjust Stopper Screw (14) if necessary.

 
                    With Lift Rod up, the Stopper should seal on drain. 
                    With Lift Rod down, the Stopper is opened to allow drainage.

                            
12. Adjust Coupler (1) as needed to achieve smooth function from above.

POP-UP WASTE INSTALLATION
Model# 10131

9

8
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6
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ASSEMBLE PIVOT ROD

CONNECT LIFT ROD
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Pop-up Waste Assemblies
5-Digit Description

10131 Standard Pop-up Waste Assembly
10621 Push-click Type Waste Assembly
11557 Lift & Turn Type Waste Assembly



10621              11557
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POP-UP WASTE INSTALLATION

1. Remove Nut (2), Washer (3), Lower Gasket (4), 
    and Tailpiece (6) from Assembly (1).  

2. Insert Assembly (1) into sink drain from above.  
    Verify that the Upper Gasket (5) seats properly.

3.  Trim the bottom of the Tailpiece (6) as needed
     to fit the P-Trap (not provided).

4.  From below sink, insert the Tailpiece (6)
     into the P-Trap, then slide Lower Gasket (4), 
     Washer (5) and Nut(2) back into position. 

5. Hand-tighten the Nut (2) until Upper (5) and
    Lower (4) Gaskets are sealed, then tighten
    both connections 1/4 Turn with wrench.

6. Check for leaks.

1

2

5

3

4

6

Models
10621 - Push-Click Type
11557 - Lift & Turn Type

Push-Click Type shown.
Lift & Turn type is similar.



1

2

3

Sherle Wagner Architectural (SWA) Styles

Cartridge Replacement

1. Remove Handle Assembly (1).
2. Remove Stem Extension and
    All-thread if equipped.
3. Using a 3/4" Hex Cartridge
    Removal Tool (2), unthread
    Cartridge (3) from body. 
3. Install new cartridge.
4. Reinstall hardware and 
    Handle Assembly.

Traditional Styles

Maintenance

Sherle Wagner Architectural (SWA) Faucets

1

1. Insert Aerator Wrench (1) into Aerator (2)
    and pull straight out.
2. Insert replacement Aerator into spout
    and press in until it snaps into place. 
3. Unthread Aerator Housing (1) and 
    Check for leaks.

Traditional Faucets

3

2

1

Aerator Replacement

1. Remove Handle Assembly (1).
2. Remove Stem Extension (2) and All-thread (3).
3. Using a 3/4" Deep Socket, unthread
    cartridge from valve.
4. Reinstall new cartridge. 
5. Reinstall hardware and Handle Assembly.

1. Unthread Aerator Housing (1) and 
    Aerator components (2 and 3) from the spout. 
2. Turn faucet Handles to full open position and 
    allow to run for a minute to flush lines.  
3. Check all connections for leaks.
4. Reinstall Aerator components and housing.

2

3

1
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Cleaning and Care Guide
 

Thank you for selecting a Sherle Wagner product. 
As with fine jewelry, care must be exercised when cleaning the 
product in order to maintain the distinctive Sherle Wagner finish.

General Cleaning for metal finishes:

Never use an abrasive cleaner on any of the products. 
Do not use any cleaning product that contains solvents, acids, or ammonia. 

Beware of "polishing cloths," which may contain damaging agents.

In most instances, wiping with a soft damp cloth and drying with a soft towel 
is sufficient. Periodic cleaning with a soft mild soap, thoroughly rinsing the surface 

and drying will keep the product looking new.

The Sherle Wagner website contains additional
information for specific products and finishes.

Please visit:  https://www.sherlewagner.com/pages/care-and-maintenance


	COVER
	2- SPECIFICATIONS
	3 - Spouts Traditional
	4 - Valves Traditional
	5 - Handle Trim Traditional
	6 - Hardware List Traditional
	7 - Spouts - SWA & Sierra
	8 - Valves - SWA & Sierra 
	9 - Hardware 101, 102, 103
	10 - Hardware 108 & 809
	11 - Hardware 109
	12 - Spouts - 806, 807
	13 VC Valves & Trim - Keystone
	14 - Hardware Dorian/Keystone
	15 - VC Valves & Trim - NC
	16 - Water Supply
	17 - Pop-Up Traditional
	18 - Pop-up Alt Types
	19 - Maintenance
	Care Guide

